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Dimensions
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FALCON 46 Bracket

Function U-Bracket

Compatibility FALCON 46

Load limit 45 kg / 100 lbs

Design factor 7:1 ratio

Dimensions (W × H × D) 1 230 × 167 × 66 mm / 48.43” × 6.57” × 5.6”

Net weight 3.2 kg / 7.05 lbs

FALCON 46
Frequency response (-6 dB) 50 Hz – 21 kHz

Frequency range (-10 dB) 45 Hz – 24 kHz

Max continuous SPL 117 dB

Sensitivity (1W/1m half-space) 93.5 dB

High-frequency driver 3.3” Air Motion Transformer

Mid-frequency driver 4 × 2-inch midrange (0.75-inch voice coil)

Low-frequency woofer 2 × 8-inch woofer (1.4-inch voice coil) TeXtreme cone

Coverage
90° H / 40° V or

40° H / 90° V (rotatable)

Nominal impedance 4 Ω

Power rating 300 W

Mounting U-bracket

Connectors Banana terminals

Dimensions (W × H × D) 1195 × 198 × 200 mm / 47.05” × 7.80” × 7.85”

Net weight 12 kg / 26.5 lbs



7

M
A

G
 T

H
EA

TR
O

N

FALCON 46 User Manual rev 1.0.

SA
FE

TY
 IN

ST
R

U
C

TI
O

N
S

1. Safety instructions

The triangle with the lightning bolt alerts the user 
to the presence of potentially hazardous energy.

The triangle with the exclamation mark alerts the 
user to important operating, maintenance, and 
service instructions.

The CE mark indicates conformity with the 
applicable European requirements.

This symbol indicates indoor use only.

This symbol indicates that the product must be 
disposed of in accordance with applicable waste 
electrical and electronic equipment regulations.

WARNING: Installation of this product must be 
performed only by qualified personnel.

Improper installation may result in equipment 
damage, personal injury, or death.

Do not attempt to disassemble the product. There 
are no user-serviceable parts inside.

EXPLANATIONS OF GRAPHICAL SYMBOLS IMPORTANT SAFETY INSTRUCTIONS

1. Read this manual before installing or using the 
product.

2. Keep these instructions for future reference.

3. Follow all warnings and installation instructions.

4. Installation and rigging must be carried out only 
by qualified personnel in accordance with applicable 
local safety regulations.

5. Before installation, inspect the speaker, bracket, 
and all mounting hardware. Do not use any 
damaged, bent, cracked, or missing parts.

6. Use only the FALCON 46 Bracket or other 
mounting hardware approved for use with this 
product.

7. Verify that the supporting structure and all 
fasteners are suitable for the installation method and 
can safely support the required load.

8. Do not install the product in locations exposed to 
excessive moisture, dripping water, condensation, 
vibration, or direct heat sources.

9. Keep the product away from open flames and 
other sources of excessive heat.

10. Clean only with a dry, soft cloth.

11. Do not attempt to disassemble or modify the 
speaker or the bracket.

12. No user-serviceable parts are inside. Refer all 
service and inspection work to qualified personnel.

13. If the product has been dropped, damaged in 
transit, or shows signs of mechanical damage, do not 
install or use it until it has been inspected.

14. For indoor use only.

15. Dispose of the product and its packaging in 
accordance with local regulations.

RECOMMENDATIONS:

The speaker should be installed so that the acoustic 
axis points toward the listening area for optimal 
sound distribution.

For surround applications, all loudspeakers should be 
positioned at equal or visually symmetrical distances 
relative to the listening zone whenever possible.

Avoid placing the loudspeaker too close to corners 
or large reflective surfaces, as this may increase 
unwanted low-frequency buildup and affect clarity.

If several loudspeakers are used in one system, 
maintain consistent mounting height and orientation 
throughout the installation.
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2. Regulatory information
EC DECLARATION OF CONFORMITY

Manufacturer: 
MAG Audio LLC 
Merezhna 2 
Bila Tserkva, Kyiv region 
09100 
Ukraine

We declare that under our sole responsibility the 
products:

Model Names: 	 FALCON 46, FALCON 46 Bracket

Intended use: Screen speakers

Conforms to the provisions of the following EC 
Directives, including all amendments, and to the 
national legislation implementing these Directives:

- 2006/95/EC Low Voltage Directive
- 2004/108/EC Electromagnetic Compatibility 
Directive
- 2002/95/CE RoHS Directive

The following harmonized standards are applied: 
 
EN 55103-1:2009 /A1:2012
EN 55014-1:2006 /A1:2009 /A2:2011
EN 55022:2010 /AC:2011
EN 61000-3-2:2006 /A1:2009 /A2:2009
EN 61000-3-3:2013
EN 61000-3-11:2000
EN 61000-3-12:2011
EN 55103-2:2009 /IS:2012
EN 61000-4-2:2009
EN 61000-4-3:2006 /A1:2008 /IS1:2009 /A2:2010
EN 61000-4-4:2012
EN 61000-4-5:2006
EN 61000-4-6:2014
EN 61000-4-11:2004
EN 60065:2002 /A1:2006 /
A11:2008 /A2:2010 /A12:2011

 
Bila Tserkva

Alexey Asanov
CEO

 
 
For compliance questions: info@mag.audio
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FCC COMPLIANCE NOTICE

This device complies with part 15 of the FCC rules. 
Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, 
and (2) this device must accept any interference 
received, including interference that may cause 
undesired operation.

CAUTION: Changes or modifications not expressly 
approved by the party responsible for compliance 
could void the user’s authority to operate the 
equipment.

NOTE: This equipment has been tested and found 
to comply with the limits for a Class B digital device, 
under part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against 
harmful interference in a residential installation. This 
equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used 
following the instruction manual, may cause harmful 
interference to radio communications. However, there 
is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause 
harmful interference to radio or television reception, 
which can be determined by turning the equipment 
off and on, the user is encouraged to try to correct 
the interference by one or more of the following 
measures: 

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment 
and receiver.

- Connect the equipment to an outlet on a circuit 
different from that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV 
technician for help.
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3. FALCON 46 and FALCON 46 Bracket

3.1. Introduction
Thank you for choosing the MAG Theatron FALCON 
46 and FALCON 46 Bracket. Before installing or using 
the product, please read this manual and the safety 
instructions carefully. If you have any questions, 
contact your MAG Theatron dealer or distributor. 
 
MAG Theatron offers screen speakers, accessories, 
and amplification for high-performance home cinema 
installations.

3.2. About the FALCON 46

The FALCON 46 is a top-of-the-line, 3-way slim 
main screen speaker, featuring best-in-class 
drivers with TeXtreme® technology and 3.3” Air 
Motion Transformer Tweeter. It’s designed for 
performance as both a behind-the-screen speaker 
and for direct-view LED screens.

3.3. About the FALCON 46 Bracket
FALCON 46 Bracket - is the classic U-shaped bracket 
helps you mount the speaker  FALCON-46 vertically 
or horizontally on a wall, or horizontally to the ceiling 
on any surface, with flexible angle adjustment.

3.4. Unpacking and checking for shipping 
damage
Your FALCON 46 and FALCON 46 Bracket were 
inspected before leaving the factory. Inspect the 
shipping carton before opening it, and inspect 
the product immediately after unpacking. If you 
find any damage, notify the carrier and your dealer 
immediately.

3.5. Disposal of the packing material
The packaging materials are recyclable. Please 
dispose of or recycle them in accordance with local 
regulations.
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4. FALCON 46 Installation

4.2. Removing the Mounting Plates
Detach the mounting plates from the bracket. To do 
this, loosen the fixing screws (do not remove them 
completely) and slide the plates out of the bracket 
grooves.

4.3. Attaching Plates to the Speaker
Secure the mounting plates onto the FALKON-46 
using the provided speaker bolts.
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4.1. Rigging
Rigging and installation must be carried out only by qualified personnel in accordance with all applicable safety 
regulations.

Maximum load restrictions must be observed at all times.

Make sure the supporting structure is capable of safely carrying the full load of the system and all associated 
mounting hardware.

Before installation, verify that the wall, ceiling, or other supporting structure is suitable for the combined weight 
of the speaker, bracket, and all mounting hardware.

Use only appropriate fasteners for the installation surface and intended orientation.

Do not install the product on damaged, unstable, or vibrating structures.

The supporting structure should be capable of supporting at least four times the combined weight of the 
speaker, bracket, and mounting hardware.

Do not install or use any damaged product or hardware.

4.4. Installing the Bracket
Position the ceiling bracket at the desired location. 
Secure it firmly to the ceiling using appropriate 
mounting screws.
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4.7. Attaching the grille
Position the grille at the front of the speaker. The grille 
attaches magnetically.

4.5. Mounting the Loudspeaker
Align the screws on the speaker’s mounting plates 
with the slots (grooves) on the ceiling bracket. Slide 
them into place until the speaker is supported.

4.6. Adjusting the Tilt Angle
Rotate the loudspeaker to your preferred angle, then 
fully tighten the mounting plate screws to lock the 
position.
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5. Package contents

- 1 x FALCON 46 speaker

- 1 x FALCON 46 Grille

- 1 x FALCON 46 Bracket
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6. Warranty and assistance
6.2. Assistance

There are no user-serviceable parts inside this speaker. 
Refer all servicing to qualified technical personnel.

In addition to its in-house service department, MAG 
Theatron works through a network of distributors 
and authorized service partners. If your speaker 
requires repair, contact your MAG Theatron dealer or 
distributor.

In some cases, depending on the nature of the fault, 
the defective product may need to be returned to 
MAG Audio for repair. In such cases, please contact 
your MAG Theatron distributor or dealer, or MAG 
Audio directly, before shipping the product. You will 
then be provided with an RMA number and detailed 
instructions for your specific case.

Please do not send any product without prior 
authorization.

6.1. Product warranty

Under this warranty, MAG Audio warrants that all 
equipment manufactured under the MAG Theatron 
trademark is free from defects in materials, 
components, and workmanship under normal use 
and maintenance for the period specified below.

All warranty repairs and maintenance of MAG 
Theatron products shall be carried out at MAG Audio 
production facilities or by personnel authorized by 
MAG Audio, at no cost to the original purchaser.

The warranty period for the FALCON 46 speaker is 
5 years from the date of purchase.

Warranty repairs or maintenance will be performed 
only if:
a) the MAG Theatron product was purchased from 
an authorized MAG Theatron distributor or dealer; 
and
b) a warranty card showing the serial number, 
production date, date of sale, vendor’s signature, 
and stamp is presented.

This warranty does not cover the following:
- damage caused by accident or misuse;
- damage caused by failure to follow the operating 
instructions in this manual;
- repairs performed by unauthorized personnel;
- mechanical damage caused during transportation;
- normal wear and tear.

This warranty does not apply to any product with a 
defaced, removed, or modified serial number.

If your MAG Theatron product requires repair 
or maintenance, contact your authorized MAG 
Theatron distributor or dealer. Please do not 
ship your MAG Theatron product without prior 
authorization.
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2 Merezhna str., Bila Tserkva,
Kyiv region, 09100, Ukraine
Tel./Fax.: +38 044 2774789

e-mail: info@mag.audio
www.mag-theatron.com

THEATRON


